### Technical Data Sheet

#### General Description:
- Year of Construction: 2006
- Make: HRI
- Type: Electric AC/DC & AC/AC
- Pressure Rated: 5,000 PSI

#### MAST:
- Make and Type: HRI - Double
- Static Hook Load: 200 Metric Tons
- Height: 120 FT (36.58 M)

#### Substructure:
- Make and Type: HRI - Telescopic
- Height: 20 FT (6 M)
- Clear Height: 15FT-10IN (4.8 M)
- Rotary Load Capacity: 200 Metric Tons
- Setback Capacity: 112 Metric Tons

#### General Description:
- Year of Construction: 2006
- Make: HRI
- Type: Electric AC/DC & AC/AC
- Pressure Rated: 5,000 PSI

#### Mast:
- Make and Type: HRI - Double
- Static Hook Load: 200 Metric Tons
- Height: 120 FT (36.58 M)

#### Substructure:
- Make and Type: HRI - Telescopic
- Height: 20 FT (6 M)
- Clear Height: 15FT-10IN (4.8 M)
- Rotary Load Capacity: 200 Metric Tons
- Setback Capacity: 112 Metric Tons

#### Rotary Table:
- Size: 27-1/2"
- Power: Hydraulics Motor
- Make and Type: IDECO - K

#### Drawworks:
- Make and Type: IDM AC 1200
- Power Rating: 1,000 HP
- Drive: Dynamically Brake Electric

#### BOP Stack:
- Size: 11"
- Working Pressure: 5,000 PSI
- Type: Annular Preventer
- Model: HYDRIL OK
- Type: Rams Preventer
- Model: SHAFFER-LWS (Double)
- Size: 13-5/8"
- Working Pressure: 5,000 PSI
- Type: Annular Preventer
- Model: SHAFFER
- Type: Rams Preventer
- Model: CAMERON TYPE U (TRIPLE COMPACT)

#### Rig Power Supply:
- Engines / Generators: 3 X GM 16V2000 / MARATHON
- Power Rating: 425 HP / 365 KVA

#### Mud Pumps:
- Make and Type: 2 X LEWCO WH 1312
- Power Rating: 2 X 1,300 HP
- Drive: Electric

#### Mud System:
- Mud Tanks: 223 M3 (1 400 BBLS)
- Hoppers: 2

#### Automatic Catwalk System:
- Make and Type: VAUILLANT - SINGLE